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PRODUCT DESCRIPTION:
The Apollo Ultra Portable UV-C Disinfecting System utilizes 
254nm UV-C lamp technology in a robust and mobile design to 
provide secondary disinfection of small- and medium-sized 
rooms.  The design features heavy-duty casters and an auto-lift 
feature that protects the UV-C lamp elements during transport 
from space to space.  A passive microwave motion sensor 
provides an auto-shutoff function to insure the operating 
technician is never exposed to the UV-C rays emitted by the 
device.

Available in two power packages for different UV-C output  
intensities, the Apollo Ultra system also has an option for a 
254nm+185nm output, providing ozone-assisted disinfection.

OVERVIEW:
1) The lamp element is made of quartz glass, allowing for a 
high utilization rate of UV-C radiation..

2) The Teflon conductor is double-insulated and corrosion-
resistant, and works reliably underwater and in acidic and 
alkaline environments..

3) The durable magnetic ring is solid-state, offering a long 
service life.

4) All metal components are made of 304 stainless steel, 
which is unaffected by the UV-C radiation emitted by the 
device, and also resistant to corrosion in acidic and 
alkaline environments.

5) The power supply is custom-designed for the Apollo 
Ultra system, providing stable input current to the UV-C 
lamp elements and and reliable and long-lasting system 
perofmance.

† Please refer to http://www.ledconnection.com/warranty for warranty terms and conditions.

SPECIFICATIONS:
Dimensions: 51.4" H x 23" DIAM.
Power: 500W or 750W 
UV-C Lamp Service Life: 50,000hrs
Ultraviolet Radiation: 25000uw/cm2 on the surface    
UV-C Wavelength: 254nm or 254nm+185nm (optional) 
Input Voltage: 100-277V

MOBILE ROOM
UVC

HOW DOES UV-C DISINFECTION WORK?
The Apollo Ultra Portable UV-C Disinfection System 
can reduce, and even eliminate, harmful pathogens 
in public environments utilizing targeted UV-C 
radiation.

When exposed to UV-C radiation, the DNA of viruses 
and other microorganisms is damaged, stopping the 
ability of these pathogens to replicate and spread 
disease.
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MICROWAVE SENSOR:
Passive microwave motion sensor 
automatically turns unit off in 
presence of movement, ensuring 
technician safety.

SAFETY

• Schools & institutions

• Hotels & hospitality

• Offices spaces

• Industry warehouse

• Laboratories & clinic 
environments

• Farms & agriculture faciltiies 

•

APPLICATIONS

TURN-OFF    AUTOMATIC LIFTING FUNCTION             TURN-ON

ROBUST DESIGN:
Robust steel design with auto-lift 
feature keeps UV-C lamp element 
safe during transport.

PORTABLE
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